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Bag Sealing Station Control

Additional internal memory:
Tag                            Data Type
Run                            BOOL            On while station running
Int_Reset                    BOOL            Internal reset
Step_5 to Step_5       BOOL            Step-in-progress bits
Seal_Tmr                    TIMER            Sealing bag timer

-----------------------------------------
Start/stop and initial start.
During restart prevent start.

0

Start push button, 
on when starting

START_PB
<Local:1:I.Data.0>

/
Int_Reset

Run

Stop push button, 
off when stopping

STOP_PB
<Local:1:I.Data.1> Run

Copyright (c) 2011-2023 Dogwood Valley Press, LLC
-----------------------------------------------------------------

Bag Sealing Station Control

Additional internal memory:
Tag                            Data Type
Run                            BOOL            On while station running
Int_Reset                    BOOL            Internal reset
Step_5 to Step_5       BOOL            Step-in-progress bits
Seal_Tmr                    TIMER            Sealing bag timer

-----------------------------------------
Start/stop and initial start.
During restart prevent start.

1
Run

/
Step_1

/
Step_2

/
Step_3

/
Step_4

/
Step_5

L
Step_1

Step 1 Move bag in

2
Step_1

/

Photoelectric 
sensor, off 

(open) when bag is 
in station

PE1
<Local:1:I.Data.3>

U
Step_1

L
Step_2

Step 1 Move bag in

Step 2 Move bars in

3
Step_2

Limit switch, on 
when two heated bars 

are together
LS1

<Local:1:I.Data.4>
U

Step_2
L

Step_3

Step 2 Move bars in

Step 3 Seal bag

4
Step_3

EN

DN

Timer On Delay
Timer Seal_Tmr
Preset 1000
Accum 0

TON

Times sealing bag, 1 
sec

Times sealing bag, 1 
sec

Seal_Tmr.DN
U

Step_3
L

Step_4

Step 3 Seal bag

Step 4 Move bars out

5
Step_4

Limit switch, on 
when two heated bars 

sufficiently far 
apart
LS2

<Local:1:I.Data.5>
U

Step_4
L

Step_5

Step 4 Move bars out
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Step 5 Move bag out

6
Step_5

Photoelectric 
sensor, off 

(open) when bag is 
in station

PE1
<Local:1:I.Data.3>

U
Step_5

L
Step_1

Step 5 Move bag out

Reset
Only allowed in steps 1 and 5

7

Reset push button, 
on when restoring 

station to initial 
state

RESET_PB
<Local:1:I.Data.2>

/
Run Step_1

Step_5

Int_Reset

U
Step_1

U
Step_2

U
Step_3

U
Step_4

U
Step_5

Reset
Only allowed in steps 1 and 5

Physical Outputs

8
Step_1

Step_5

Run

Conveyor motor 
control, on to move 

conveyor
MOTOR

<Local:3:O.Data.9>

Physical Outputs

9
Step_2

Heated bar mechanism 
in control, on to 

move bars together
BAR_IN

<Local:3:O.Data.11>

10
Step_4

Heated bar mechanism 
out control, on to 
move bars apart

BAR_OUT
<Local:3:O.Data.12>

(End)


